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*%.4 ABSTRACT

A previously derived theoretical compressive strength for fibers composed

of uniaxially oriented and extended polymer chains was compared with the

measured strengths of several high performance fibers. For failure initiated by
4elastic microbuckling of polymer chains or fibrils, the maximum fiber strength

is predicted to be equal to the minimum longitudinal shear modulus of the fiber.

An excellent linear correlation between measured strengths and torsion moduli

was obtained for four liquid crystalline polymer fibers and high modulus

graphite fibers. A correlation shows that measured strengths are 30% of the

corresponding torsion moduli, the theoretical strengths, for all these fibers.

A high modulus, high strength polyethylene fiber exhibited a compressive

strength-torsion modulus ratio that was lower than the value 0.3 obtained for

the other fibers examined in this study.
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BACKGROUND

The axial compressive failure of high-performance polymer fibers is mani-

fest as the formation of kink bands1"6. Compressive kirk bands have been

observed to form in many anisotropic materials and structures (see references in

[7]). Where the stages of kirk band formation were studied, it was concluded

that the bands nucleate locally and then propagate through the material4, 8 - 19 .
Independent studies of kirk band nucleation in oriented polymers l g, card

decks 1 2 and rubber laminates1 3 revealed that local material buckling precedcs

the collapse into a propagating kink band. Indeed, it is remarkable that the
.A

schematic representations of the process of kink band nucleation presented in

each diverse study are virtually identical. An example of these representations

is shown in Figure 1. These observations suggest that an estimate of the

compressive strength of anisotropic materials that form compressive kink bands

may be obtained from an elastic microbuckling analysis.

A theoretical compressive strength for high performance polymer fibers has

been calculated by the authors using an elastic buckling analysis of a simple

model for a collection of uniaxially-oriented and laterally-interacting extended

polymer chains 7 . Assuming that the degree of interchain interac. on can be

characterized by the transverse and shear moduli of the fiber, the following

.- estimate of fiber compressive strength, cc , was obtained.

c  G ()

where G is the longitudinal shear modulus of the fiber.
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This simple prediction of compressive strength was obtained, in part, by

assuming the fibers to be composed of high molecular weight extended polymer

chains. Given this assumption, it can be demonstrated that equation (1) is the

critical buckling condition for several simple buckling patterns, some of which

are depicted in Figure 2. Comparison of the pattern shown in Figure 2c with

those observed in the nucleation region of a kink band (Figure 1) clearly shows

the validity of the deformations used in the microbuckling analysis t( calculate
9m.q

a theoretical fiber compressive strength. The accuracy of this theoretical

value is examined in the present study by comparing measured compressive

strengths with longitudinal shear moduli for six high performance fibers.

e-
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EXPERIMENTAL

%J Of the six fibers examined, three are spun from anisotropic solutions of

lyotropic liquid crystalline polymers by the dry jet-wet spinning process 2 0 .

These include poly(p-phenylene terephthalamide) (PPTA), poly(p-phenylene

benzobisthiazole) (PBT) and poly(2,5-benzoxazole) (ABPBO). All three fibers

were tension heat-treated after spinning to improve orientation and thereby

increase axial modulus. Kevlar ® 49 was the PPTA fiber selected for this study.

A fiber that is melt-spun from an anisotropic melt of a thermotropic liquid

crystalline polymer was also examined. This fiber is a nematic thermotropic

polyester (NTP) produced by Celanese Co. and it was also subjected to tension

heat-treatment after spinning. The chemical structures of all four liquid

crystalline polymers are shown in Figure 3.

A high modulus/high strength polyethylene fiber produced by the gel-

spinning process2 1 was obtained from the Allied Co.

The sixth type of fiber tested is a high modulus graphite fiber (Union

Carbide P-75) that is spun from mesophase pitch. This fiber is stretched during

the graphitization process to improve orientation and therefore axial

modulus 22 ,23. Graphite fibers are included in this study of fiber axial

conpressive strengths because they generally exhibit a structure of axially

oriented microfibrillar graphite ribbons having the crystalline graphite basal

plane parallel to the long axis of the ribbons22 . In terms of the model pro-

posed for the extended-chain polymers, the graphite fiber structure can be

modelled with laterally-interacting extended graphite sheets that may buckle

under conpression.

..
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The reasons for selecting a particular graphite fiber are twofold. First,

studies of the compressive behavior of graphite fibers show that compressive

buckling or kinking only occurs in fibers that have a well-developed and well-

oriented graphitic structure8 ,24 . These fibers are typically produced by heat-

treatment to temperatures nrar 2800'C and usually exhibit the highest tensile

moduli for carbon fibers. Second, the P-75 fiber appears to have a well-

developed radial structure; i.e., the graphite basal planes are oriented predo-

minantly parallel to fiber radii (see Figure 4). Therefore, the torsion modulus

for such fibers should be nearly equal to the shear modulus for deformation bet-

ween graphite basal planes. This shear modulus is thus the theoretical estimate

of axial ccrnpressive strength for graphite fibers that fail due to the micro-

buckling of extended graphite sheets.

The diameter of fiber samples was measured at several locations along each

sample length. The cross-sections of all fibers except PE were circular.

Therefore, with the exception of PE, all diameters were measured using a laser

diffraction technique2 5 that yielded values with a precision of approximately

+2%.

The PE fibers had an irregular cross-section that varied significantly

along sample lengths. The area and shape of each PE fiber sample was deter-

mined, after testing, at several locations along the length by embedding the

fiber in a microtome resin followed by cutting transverse sections that were

subsequently examined using light microscopy. Micrographs of sections cut from

locations - 2mm apart along the fiber length were used to determine the cross-

sectional area of the fiber by a paper-weighing technique.
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Fibers were mounted onto cardboard tabs with epoxy for mechanical tests.

Tensile tests were performed on samples with gage lengths ranging from 2-8 cm to

allow correction for machine compliance effects2 6 . Tensile properties of PE and

P-75 graphite fibers were obtained from manufacturers.

The torsion modulus of the fibers was measured using a free torsion

- penduluml. The equation for calculating the torsion modulus from measurements

of underdamped torsional oscillations of a fiber with circular cross-section is

given by:
8 Idt [2 + (ln )2

JG - r24- 16 ](2)

where Id = polar moment of inertia of disc pendulum

S= sample length

T = period of oscillation

r = fiber radius

In A = logarithmic decrement of amplitude

*Torsion pendulum tests were performed at ambient conditions, and damping

was noticeable for every fiber tested. However, all values of &were found to

be >0.5 and therefore, as readily verified fra (2), the damping had a negli-

gible effect on the calculated torsion modulus. Hence, the torsion modulus was

accurately determined using the approximation:

G 811 Idl (3)

I.
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Fiber samples 2 cm long were set into torsional oscillation by manually

Vtwisting the disc pendulum and then carefully releasing it. This initial twist

never exceeded a fiber surface shear strail of - >0.5%. The period of oscilla-

tion was measured by timing the motion of a mark on the disc pendulum relative

to a marked position on a stationary platform placed just beneath the

osci llating pendulum.

Two clamp-type aluminum gear blanks were used as disc pendula. The polar

moments of inertia of the gear blanks were calculated to be 50.3 and 354

a;g-mm
2 using dimensions measured with a micrometer (accurate to 1 pm) and weights

measured with an analytical balance. The accuracy of these measurements was

checked by calculations for the density of aluminum, giving 2.71 and 2.72 g/cc,

in excellent agreement with the actual density of 2.699 g/cc. The large pen-

dulum was used for the PE fiber tests and the small one for all other fiber

tests.

-' The fiber axial compressive strengths were calculated from the product of

the compressive strain to kink band formation and the axial tensile modulus.

This calculation is based on the assumptions that the fibers are linear-elastic

up through the compressive strain for initiation of kink bands and that the

axial tensile and compressive moduli are identical. The critical compressive

strains to kink band formation were measured using a variation of the beam

bending technique described previously I . In the tests performed here, fibers

bonded to the surface of thick transparent elastic beams were compressed by

bending the beam in a cantilever mode. This bending configuration sets up o

A LS.
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linear distribution of longitudinal compressive (and tensile) strains along the

beam length as shown in Figure 5.

Fibers were examined in the compressed state by holding the beam in the

bent configuration during optical microscopic observations. A schematic of a

simple rig built for this purpose, which sits on the stage of the optical

microscope, is shown in Figure 6.

Fibers were mounted under slight tension (0.5g) onto the surface of 1/2 in

x 1/4 in x 6 in Lucitee beams, parallel to the length of the beams, by applying

several coats of Krylon* Acrylic Spray. Fibers were tested after allowing the

* - acrylic coating to dry to a hard film. It is emphasized that any shrinkage of

the film during drying, which might put residual compressive stresses on the

bonded fibers, is prevented by using only a thin acrylic coating on a relatively

t hick beam.

After a beam with bonded fibers was clamped in the rig as shown in Figure

6, a circular wedge was inserted between the beam and the base plate of the rig

to deflect the beam. Bonded, compressed fibers were examined in situ using a

transmission light microscope. After insertion of a wedge of known diameter

v to a distance L measured from the clamped end of the beam, the distance d from

,- the clamped end to the point along the compressed fiber length where the last

kink band was measured. The compressive strain in the fiber at any point x

measured from the clamped end is assumed to be equal to the surface strain 6(x)

of the bent beam at the same location. This strain is calculated from:

-"'""3tv

E:(x) (= 3v ( X )(4)

- --.--.)

'2 =L

l .' < ,:,- -,.,-", ',x -, "- . . -'. .*_ . . . ". ". .. .. - . ..V . .
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where t is the thickness of the beam. The critical compressive strain Ec for

kink band formation is defined as the strain at x=d.

The compressive strain distribution in the fiber could be changed either by

using a larger diameter wedge or by moving the wedge closer to the clamped end

of the beam (i.e., reducing L). In this manner, the remaining undamaged

(unkinked) regions of the bonded fiber also could be tested to determine C.

Thus, several determinations of c were obtained from one length of fiber.

Because the compressive strain for kink band formation was measured, fibers with

an irregular cross-section, such as the gel-spun PE, could be tested with the

same accuracy as fibers having circular cross-sections.

Equation (4) is derived from linear beam theory, which is based on the

assumption of small curvatures for bent beams. Therefore, in all tests per-

formed here, relatively small diameter wedges were held at relatively large

distances L so that use of (4) to calculate c would be valid.

The morphology of compressively-kinked fibers was examined using scanning

electron microscqy (SEM) and optical microscopy. Kinked fibers were prepared

for microscopic observations by using the nylon-6 matrix shrinkage technique for

fiber compression described previously 27. This technique involves the

conmpression of single fibers due to the shrinkage of a surrounding nylon-6

matrix as it is cast from a formic acid solution. Compressed fibers were reco-

vered from the matrix by redissolving the nylon with formic acid.

Tensile tests were performed at strain rates of - 5x 10-4 sec "1 using an

Instron Universal Testing Machine. A polarizing Zeiss optical microscope was

used to examine fibers bonded to bent beams. The surfaces of fibers before and

after compression were examined using an ETEC Autoscan SEM.

"..... . . . . ...-._. ............-..-.- ..... ..
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RESULTS

The range of diameters and the tensile properties measured for each fiber

are listed in Table 1. Fibers that are produced in large quantities, namely,

PPTA (Kevlar * 49), PBT and P-75 graphite, exhibited relatively uniform diameters

along sample lengths. The filament-to-filament variation in diameter for these

hree fibers was relatively small. The ABPBO and NTP fibers were produced by

laboratory-scale spinning processes and were found to exhibit large variations

in diameter, both along the length of a filament and between filaments.

* Each type of fiber is one variant of a family which exhibits a wide range

of tensile properties that depend on spinning and post-heat-treatment con-

ditions. The fibers used in this study were selected because they exhibit some

of the best tensile properties attainable for each class of organic material.

- Although the moduli of these materials cover a range of values, the tensile

-. strengths are all surprisingly similar. The coefficients of variation of ten-

sile strengths ranged from 10-20%. All fibers, except PE, exhibited a linear

-' stress-strain behavior to break. Therefore, a reasonable estimate of strain at

break for these fibers is simply the ratio of tensile strength to tensile modu-

* .lus.

A 2 cm length of PE fiber was tensile-tested to a load below break. This

fiber exhibited tensile yield behavior. After testing, the intact fiber was

embedded in resin and sectioned to determine the shape and area of the cross-

section. The profiles of two transverse sections of this sample taken approxi-

mately 1 cm apart are illustrated in Figure 7a. The cross-sectional area was

. .-@1° .• • ,°



measured to be 1.1 x 103 Pm2 . Assuming the fiber "diameter" supplied by the

manufacturer was calculated using linear density measurements, this hypothetical

diameter corresponds to a cross-sectional area of 1.13 x 103 m2. Therefore,

the areas calculated from micrographs of transverse fiber sections are in Ii

excellent agreement with manufacturer's data.

Using a machine compliance value obtained from tensile tests of other

fibers under the same test conditions, a tensile modulus of 110 GPa was calcu-

lated for the single PE sample tested. Within experimental error, this value is

identical to the tensile modulus of 117 GPa quoted by the manufacturer. The

limit of proportionality (onset of yielding) occurred at a tensile stress of 170

MPa.

Values of torsion modulus G, critical compressive strain &c and calculated

axial compressive strengths for each fiber are given in Table 2. Axial
V4

compressive strengths of PPTA (Kevlar ® 49)28 and PBT 2 9 fibers were also obtained

by calculating the stress in each fiber at the reported yield or failure load

measured in axial compression-testing of unidirectional conposites of these'p-

fibers. These values are also listed in Table 2.

It was discovered that axial tensile stresses resulted in an apparent

increase in the fiber torsion modulus that is given by the equation:

G = ma + G (5)

where a is the axial tensile stress, G* is the apparent torsion modulus, G is
'V

the true torsion modulus and m is a constant equal to - 0.75. The reasons for,

and implications of, this effect will be examined later. For the present, it

; .
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is only necessary to consider the increase in measured torsion modulus due to

the axial stress generated by the weight of the disc pendulum. Therefore, the

corrected values of torsion modulus for each fiber are given in Table 2. For

thinner fibers, this correction for pendulum weight amounted to < 10%.

The measured torsion modulus of the P-75 graphite fiber is close to the

value of 4.1 GPa reported for the inter-basal plane shear modulus of a

dislocation-free graphite crystal30. The similarity of these shear moduli is

evidence for a radial structure in P-75 graphite fibers.

., The largest uncertainty in torsion modulus is for PE fibers, due to their

irregular and varying cross-sections. The profiles of cross-sections of 4 test

specimens (all 2 cm long) are shown in Figure 7b-e. The torsional rigidities of

these specimens were calculated assuming that the cross-sectional profiles could

be approximated by an ellipse, rectangle or triangle, whichever most closely fit

the particular profile. It should be noted that all 4 specimens were cut from a

single filament approximately 12 cm long and examination of Figure 7b-e clearly

shows the variation of the PE fiber cross-section along the length of a fila-

ment. Although the coefficient of variation of the PE fiber torsion modulus is

o large, the mean value of 0.7 GPa is in good agreement with the torsion modulus

of 0.6 GPa measured for hot-drawn PE monofilaments
3 1.

In previous studies it was shown that PPTA (Kevlar® 49) fibers form helical

ki nk bands under axial compression1,27 . SEM and optical micrographs of kink

bands in PBT, ABPBO, NTP and PE fibers are shown in Figures 8-11, see Figure 3

for identification of fiber compositions. Except for the PE fiber, no kink

".*
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bands were observed in fibers prior to axial compression. Considering the rela-

tive thickness of the PE fiber and its low critical strain to kink band for-

mation, the few kinks seen in as-received fiber probably resulted from fiber

bending due to handling.

Kink bands initiate in PBT fibers as thin bands oriented at - 700 to the

fiber axis. The arrow in Figure 8 points to an incipient band. At higher

levels of compressive strain, the bands propagate across the fiber and even-

tually form the thick, bulging perpendicular deformation bands seen in Figures

8c,d. These large bands form periodically along the fiber axis.

The kink bands in compressed ABPBO fibers shown in Figure 9c,d bear some

resemblance to the helical kink bands observed in PPTA fibers. Like the PPTA

kink bands, the bands in ABPBO fibers are oriented at angles ranging from

50*-60 ° to the fiber axis. Although the ABPBO conpressive kink bands appear to

be helical, there is no propagation of any one helical hand for any appreciable

distance along the fiber length.

In optical micrographs of conpressed NTP fibers (Figure 1Oc), black defor-

mation bands of various thicknesses are observed to be oriented at approximately

550 to the fiber axis. Where only one band crosses the fiber, the deformation

closely resembles that being proposed. Where two such bands criss-cross, the

" fiber exhibits bulging that is similar to the dilatation in deafomation bands

in PBT fibers. The surface of compressed NTP fibers exhibits kink bands

oriented at several angles to the fiber axis (Figure lOd). There is no obvious

regularity to the spacing of these bands along the length of NTP fibers.

04 '',''. '-- - " Y #-'S V . ,'- ,.'..', . ".." ' . .. '. ". w , " .
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Compressed PE fibers exhibit both obliquely oriented kink bands and bands

that are oriented at 900 to the fiber axis (Figure 11c,d). In many regions of

corrpressed PE fibers, deformation bands formed at regular intervals along the

fiber axis.

The graphite fiber is opaque and thus could not be measured for compressive

strength using transmission optical microscopy with the beam bending technique.

However, the compressive strengths of similar pitch-based graphite fibers were

calculated by other workers who used the elastica test to measure the

conpressive stress that initiated inelastic behavior 2 4 and an axial compression

test to measure critical compressive strains8. The compressive strengths calcu-

• . lated in both studies correspond to the axial compressive stress in the fiber at

the onset of localized kinking that appeared on the fiber surface as a defor-

mation band oriented at 900 to the fiber axis. The range of compressive

strengths obtained for graphite fiber in these studies is given in Table 2.

_- The relatively large uncertainties in compressive strengths that were

calculated from the product of tensile modulus and critical compressive strains

arise from the canbined errors in the latter two quantities. However, the range

of coefficients of variation for compressive strengths is similar to the range

of uncertainty for the tensile strengths.

A comparison of measured compressive strengths with the predicted critical

stresses for elastic instabilities, i.e., torsion moduli, is shown in Figure 12.

The correlation between these quantities is extremely good for all fibers except

PE. The values for PPTA, PBT, ABPBO and NTP fibers can he fitted to a straight

-- '-.
xz %
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line with correlation coefficient r=0.89. If the compressive strengths of PPTA

and PBT fibers calculated from composite data are used for linear correlation,

the goodness of fit improves to value r=0.98. The equation that describes this

correlation is:

ac = 0.30G (6)

It is also evident from Figure 12 that the relationship between shear modu-

lus and axial compressive strength of graphite fibers can be described by (6).

The microbuckling estimate given by the torsion modulus of PE is much

* higher than the measured compressive strength. The ratio of measured to pre-

dicted strength is only 0.13 for this fiber.

4.,
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DISCUSSION

The linear relationship between axial compressive strength and torsion

modulus measured for the liquid-crystalline polymer and graphite fibers supports

the concept of compressive failure due to elastic microbuckling instabilities

for these materials. The theoretical compressive strength was assumed to be

identical to the longitudinal shear modulus measured from fiber torsion. For

liquid-crystalline polymer and graphite fibers, the torsion moduli were essen-

tially 3 times the respective measured compressive strengths. Possible explana-

* tions for this disparity include fiber anisotropy, voids, residual stresses and

misalignment of polymer chains. The relationship of these factors to the micro-

buckling analysis for compressive strength has been discussed previously 7 ;

however some of these factors will be reexamined here in greater detail.

Kevlar9 32-34 and radial graphite fibers are cylindrically orthotropic and

hence exhibit two longitudinal shear moduli: Grz and Gez. Torsion tests of

fibers measure Goz, which is the modulus of shearing between hydrogen-bonded

sheets in Kevlare fibers and between basal planes in radial graphite fibers.

Therefore, Goz is the lower longitudinal shear modulus for these fibers. The

torsion modulus of "onionskin" graphite fibers is due to shearing within the

basal planes and is larger than Grz. Thus it is surprising that reported tor-

. ion modu1i of sme graphite fibers3 5 , 36 are much greater than the value of 4.1

GPa determined for shear between dislocation-free graphite basal planes3 0 . It

must be emphasized that for fibers exhibiting an anisotropy such that Goz>Grz,

the torsion modulus is the wrong estimate for the compressive strength of these

materials.

0-4S
- . --~
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Residual stresses have been shown to exist in graphite3 7 and PBT fibers3 8 .

Indeed, the stresses generated during drying of PBT fibers are believed to be

the cause of compressive kinking observed in the dried fibers38 . Regions of a

fiber that are under residual compression will reach critical buckling stresses

first. Therefore, premature nucleation of kink bands can occur in such regions.

Although reasonable to assumie residual stresses in all the fibers examined,

these stresses must have minimal effect on the reduction in axial compressive

strength. Significant residual stress would be revealed by the linear correla-

tion analysis of compressive strength versus torsion modulus as a relatively

* 1large negative intercept. The data plotted in Figure 12 were fitted to a

straight line which passed close to the origin, indicating only a small effect

of residual stress on compressive strength. Another way that large residual

stresses could exist and affect the compressive strength relationship 0C = 0.3G

is if the magnitude of the residual stress in each fiber was directly propor-

tional to the torsion modulus. This is highly unlikely for five different

fibers. However, the presence of even small residual axial compressive stresses

near the surface of these fibers could explain the initiation of kink bands

. "" t here.

Small misalignment or curvature of chains and microfibrils should not
% affect the compressive stress that initiates elastic instabilities. However,

under axial compression, these misaligned regions would be subjected to shear

stresses that could possibly exceed the shear strength between chains or

. fibrils. Argon has proposed that txial compressive strengths of fiber
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composites are limited by local shear failure along such planes of

16misalignment . He believes that shear failure initiates material collapse into

* ~a kink band. The longitudinal compressive strength of fiber composites that

fail in this manner is given by:

T
-c : (7)

whiere Tm is the interlaminar shear strength and is the angle of misalignment

measured with respect to load direction.

Fiber will always exhibit a distribution of chain orientation with shear

failure occurring in the most poorly aligned regions. Although difficult to

measure the largest misalignment angle, it is reasonable to assume, based on

Argon's proposal, that fibers with better average orientation should have high(-

conpressive strengths. However, the compressive strengths of PBT 29 ,39 and

Kevlar® 28 fibers are relatively insensitive to the improvements in average

axial orientation attained via tension heat-treatment. Thus, it appears unli-

kely that shear failure initiates compressive kink band formation in these

fibers.

The gel-spun PE fiber does not obey the relationship between compressive

strength and torsion modulus measured for the rigid rod polymer fibers. The

existence of residual entanglements in PE fibers may also severely limit their

compressive strength.

.. As mentioned above for the Kevlar® 49 and graphite fibers, it is necessaryL° to measure the minimum longitudinal shear modulus to predict compressive

rft
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strength. If the PE fibers are anisotropic within their cross-section, or if

they contain amorphous regions that exhi'it low shear moduli, then it is con-

ceivable that the torsion modulus is not the best estimate of compressive

strength.

Although it might be argued that a compressive buckling analysis should not Ii
apply to flexible polymer chains, it is emphasized that the analysis reveals

* that the critical compressive strains for microbuckling is only a function of

intermolecular (or interfibrillar) interactions when the chains (or fibrils) are

long. Therefore, the buckling stress for a collection of laterally interacting

and infinitely flexible extended chains is also equal to the minimum longitudi-

nal shear modulus of such a collection.

SUMMAR Y

Analysis of a microbuckling model for the axial compressive failure of high

performance polymer fibers yields a linear relationship between strength and

longitudinal shear modulus. This tight relationship has been verified for

liquid crystalline polymer fibers and high modulus graphite fibers, which exhi -

* b 't axial compressive strengths equal to 30% of their respective torsion moduli
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Table 1. Tensile Properties of Fibers

Diame~ter Modul us St rengt h
Fiber Range (Uim) (GPa) Break (GPa)

P PTA 11.4-12.8 123 3.2
t5.7 ±0.16

PBT 12.4-13.5 265 2.6
±15 ±0.20

A BPB0 13.2-18.1 120 3.0
±10 ±0.55

NTP 18.7-26.1 77 3.2
±2.9 +-0.64

PE (38)* 117* 2.6*

P-75 9.7-10.0 500* 2.0*

*Manufacturer's data

±values are standard deviations.
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Table 2. Torsion Moduli and Compressive Strengths of Fibers

Critical Calculated Composite
Torsion Compressive Compressive Compressi 'e

Fiber Modulus (GPa)a Strains (%)b Strengths (GPa) Strength (G 'a)c

P PTA 1.5 0.50 0.62 0.45e

+0.20 ±0.03 ±0.06

PBT 1.2 0.10 0.27 0.3 1f+0.14 ±0.02 ±0.08

ABPBO 0.62 0.18 0.21
+0.07 ±0.03 ±0.06

NTP 0.45 0.15 0.12
+0.04 ±0.01 ±0.01

PE 0.7 0.08 0.09
+0.22 ±0.015 ±0.02

P-75 5.6 - 1.3-2.0 d

aCorrected for pendulum weight.

bCorrected for tensile prestrain applied during mounting to beam.

CCalculated fron ac/Vf, where cc = fiber composite 00 compressive strength,

Vf = fiber volume fraction of composite.

dReferences 8, 24.

eReference 28.

fReference 29.

± Standard deviations.
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FIGURE CAPTIONS

Figure 1: Representation of kink band formation.

Figure 2: Possible microbuckling deformations for a collection of long,

extended polymer chains. (Each line represents a single chain.)

Figure 3: Chemical structures of liquid crystalline polymer fibers.

Figure 4: SEM micrograph of the tensile fracture surface of P-75 graphite

.- fiber.

Figure 5: Longitudinally distributed axial normal strains in an elastic beam

- loaded in cantilever bending.

Figure 6: Schematic of the apparatus used to determine critical compressive

strain for kink band formation in single fibers.

Figure 7: Tracings of optical micrographs of transverse sections of PE

fibers. (a) Filament 1: tensile test samples. (b-e) Filament
- ..--

2: torsion test samples.

Figure 8: PBT fiber. Before :ompression: (a) optical micrograph, (b) SEM

micrograph. After compression: (c) optical micrograph, (d) SEM

9: i c rogr aph.

Figure 9: ABPO fiber. Before compression- (a) optical micrograph, (b) SEM

micrograph. After compression: (c) optical micrograph, (d) SEM

mi crograph.

Figure 10: NTP fiber. Before compression: (a) optical mi(.rograph, (b) SEM

micrograph. After compression: (c) optical micrograph, (d) SEM

micrograph.
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Figure 11: PE f iber. Before comnpression: (a) optical micrograph, (b) SIM

mi crograph. After co-npression: (c) optical micrograph, (d) '-EM

mi crograph.

Figure 12: Correlation between measured axial compressive strengths and

torsion mnoduli for high performance organic fibers.
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